
The most powerful tool in its class
The Ramset XT540 was specifically designed for the commercial framer  
for heavy-duty interior & exterior applications.

The XT540's combination of high power and durability  
make it perfect for these applications:

• Driving 1-1/4” embedment for perimeter track
• Fastening track & clips to structural steel
• Track to hard concrete
• Excellent compliment to your Ramset TrakFast program

Features:
• Low recoil .27 caliber strip tool
• Dial down 2 full loads
• Ergonomically balanced
• Automatic piston return
• Trigger lock & hand guard to increase safety
• Capacity for up to 3" straight pin

Power adjust
dial down two

full loads

ITW Ramset
700 High Grove Blvd., Glendale Heights, IL 60139
Phone: 630.825.7900  Fax: 630.893.1270
1.800.RAMSET6 (1.800.726.7386) www.ramset.com 

POWDER FASTENING SYSTEM 

Quick & easy front 
end maintenance

Fully automatic
piston return

Shock absorbing
rubber grip

DURABLE
RELIABLE

POWERFUL

AUTOMATIC

Distributed By Contact your local Grabber dealer or 
find a dealer near you.

Phone: 800.877.8876
www.grabberman.com/locations.aspx
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Pins AnD LoADs

PowerPoint  Pins
used for fastening into harder steel and concrete. 
Premium steel and hard concrete pin.

TM

100 per box.
Shank diameter = .150  Head diameter = .300

SP12 1/2 13
SP58 5/8 16
SP34 3/4 19

   Shank Length
 Part No. In.  (mm)

.27 Caliber strip Loads

3RS27 3 Green
4RS27 4 Yellow
5RS27 5 Red

 Part No. Power Level Color

100 per box.
Shank diameter = .145  Head diameter = .300

Drive Pins with washer
Washer increases bearing surface against 
the material to be fastened.

1506SD 3/4 19
1508SD 1 25
1510SD 1-1/4 32
1512SD 1-1/2 38
1514SD 2 51
1516SDC 2-1/2 64
1524SDP 3 76

   Shank Length
 Part No. In.  (mm)

XT540 Accessories
magnetic Probe & metal washer
XT540’s magnetic probe turns any pin into 
a washer pin

Drive Pins
Designed for use in concrete and 
structural steel applications.

100 per box.
Shank diameter = .145  Head diameter = .300

1503K 1/2 Knurled 13
1506 3/4 19
1508 1 25
1510 1-1/4 32
1512 1-1/2 38
1512 2 51
1516 2-1/2 64
1524 3 76

    Shank Length
 Part No. In.  (mm)

PowerPoint  step shank Pins 
Larger shank diameter pins used for fastening 
when specified by architects.

100 per box.
Shank diameter = .150/.180  Head diameter = .300

TM

SP114 1-1/4 32
SP112 1-1/2 38
SP178 1-7/8 48

   Shank Length
 Part No. In.  (mm)

Top Hat Pins
increased bearing surface.

100 per box.

SP58TH 5/8 mm
SP34TH 3/4 mm

 Part No. Shank Length

100227 Magnetic Probe
LD100 1” Metal Washer

 Part No. Description

Ramset Pins and Loads are proudly 
manufactured in the united states


